
From the driver’s seat to the battery we have you covered for your next dual battery override kit install! Starting in the vehicle we have the 
incomparable Genuine Carling rocker switch controlling the world class Trombetta PowerSeal 150amp solenoid contactor and �nally, lug o� your 
batteries with the Australian designed UNILUG Two Up battery lugs.

Dual battery override solution. 

The Trombetta PowerSeal solenoid contactor 
features an environmentally sealed housing 
to IEC 60529, IP66 and IP67 standard. The 
sealed design is the core of the construction 
and is optimized for high performance at 
lower cost. Constructed from high impact 
plastic with zinc plated steel frame, the 
PowerSeal is designed for high performance, 
durability and longevity. The compact design 
makes it perfect for installations where space 
is at a premium.

• Forged from high grade brass for ultimate 
strength and greater conductivity.

• Mating surfaces are machined then satin 
nickel plated for superior performance.

• Moulded Nylon lug cover protects against 
accidental short circuit.

• Design allows wiring to rotate through an 
arc of 180° at either terminating post.

Premium Connectors For Dual Battery InstallationsThe Carling name is synonymous with high 
quality switch and circuit breaker solutions 
for a wide variety of industries. Carling has 
long been considered the standard for 
automotive and marine applications and is 
favoured by original equipment 
manufacturers worldwide with good 
reason. The Contura V Series range of 
rocker switches was introduced in 1993 
and became an instant success with the 
Contura II being the most popular.



Dash light supply

No need to make any 
changes to your vehicle’s 
wiring harness! The UNILUG 
TwoUp battery lug allows 
factory strap type battery 
terminals to be �tted to a 
special tapered adaptor at 
the same time providing an 
additional terminating post 
to connect auxiliary 
batteries and/or ancillary 
equipment.

The Trombetta PowerSeal 
contactor is designed to carry 
the heavy amperage required 
when load sharing for 
applications such as winching 
or starting.

The interVOLT DCC Pro is wired in parallel to the contactor 
and between the start and auxiliary batteries. The DCC is 
designed to charge the auxiliary battery from either the 
main battery or solar if available. More information on the 
DCC Pro can be found at www.interVOLT.com

The rocker switch is installed in the vehicle 
to engage the Trombetta solenoid contactor, 
either a latching or momentary switch can 
be utilised however a momentary switch 
eliminates the chance of unintentionally 
leaving the batteries combined.


